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field according to the conditions set forth in the permit and accord-
ing to these rules and regulations.
(c) Approval
The system is to be left exposed until a final inspection is made by
a duly authorized agent of the South Carolina State Board of Health,
or an agent of a duly authorized Sanitary District Commission, and
a certificate of approval issued.
Contractors, builders, developers, or realtors selling newly con-
structed or old homes requiring remodeling or changes to sewage
disposal systems shall provide the buyer with a certified copy of
the Health Department approval of the septic tank and absorption
field.
No home or building shall be rented without satisfactory sanitary
waste disposal facilities.
SECTION 4. TANK CAPACITY
No septic tank shall be installed which has a net liquid capacity of less
than 730 gallons.
SECTION 5. ENGINEERING STANDARDS
The plans for each septic tank shall be in accordance with approved engi-
neering standards in general, and the following standards in particular:
(a) The length shall be at least two (2) but not more than three (3)
times the width.
(b) The uniform liquid depth shall not be less than four (4) feet.
(c) At least one (1) foot freeboard shall be provided.
(d) The theoretical detention period shall not be less than twenty-four
(24) hours, based on the average daily flow.
(e) All tanks shall be constructed of a material approved by the Health
Department and shall be water-tight.
SECTION 6. MINIMUM REQUIREMENTS FOR ABSORPTION
FIELD
The location of the absorption field shall be in an unobstructed area, free
of trees, outside the area occupied by the building and outside areas used
for driveways or parking.
(a) The slope of the distributor lines and bottom of the ditch shall not
be less than two (2) inches per 100 feet, nor more than four (4)
inches per hundred (100) feet.
(b) The bottom width of the distributor ditch shall not be less than
eighteen (18) inches.
(c) Coarse aggregate under distributor line shall not be less than six
(6) inches deep.
(d) The diameter of the distributor line shall not be less than four (4)
inches, and shall be so constructed that leaching will occur at one
(1) foot intervals or less.
(e) If farm tile is used as a distributor, the top half of tile joints shall
be covered with strips of asphalt roofing or other approved type of
joint cover.
(f) Distribution or drop boxes may be installed where necessary.


